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% MATCH EXISTING CROSS-SLOPE OF ADJACENT
LANE OR AS DIRECTED BY THE ENGINEER
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2. THE TEMPORARY PAVEMENT 10" WILL BE
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EXISTING HMA SURFACING 4-1/2"+/_
EXISTING CONCRETE BASE COURSE, 10"

EXISTING STABILIZED SUB-BASE, 4

EXISTING COMB. CONC. C&G TYPE B-9.12

EXISTING CONCRETE MEDIAN, 4"

COMBINATION CURB & GUTTER REMOVAL

CONCRETE MEDIAN SURFACE REMOVAL

. TEMPORARY PAVEMENT 10“% A

COMBINATION CONCRETE CURB & GUTTER, TYPE B-9.12

CONCRETE MEDIAN SURFACE, 4"

EARTH EXCAVATION )/\

NOTES

THE CONTRACTOR SHALL SLOPE THE CONCRETE
MEDIAN SURFACE BOTH IN CROSS-SECTION AND

LONGITUDINALLY IN ORDER TO CREATE

POSITIVE FLOW PATTERNS TO THE INLETS IN
THE MEDIAN AND TO AVOID PONDING OF WATER

IN THE MEDIAN

COMPRISED OF:

8 1/2" HOT-MIX ASPHALT BINDER IL-19MM &
1 1/2” HOT MIX ASPHALT SURFACE COURSE,

MIX "D, N50 (IL-9.5MM)
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